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EtherWAN — "When Connectivity is Crucial."
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Standards

* [EEE 802.3 10BASE-T

* |EEE 802.3u 1T00BASE-TX/100BASE-FX

« |IEEE 802.3x Full duplex and flow control
* IEEE 802.3ab 1000BASE-T

* [EEE 802.3z 1000BASE-SX/LX

* [EEE 802.1p QoS

 |[EEE 802.3af/at Power over Ethernet

Forward and Filtering Rate
+ 14,880pps for T0Mbps
+ 148,810pps for 100Mbps

+1,488,100pps for 1000Mbps

Packet Buffer Memory

+ 2.75M bits
Processing Type

* Store-and-Forward

+ Half-duplex back-pressure and IEEE 802.3x full-duplex flow control
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Address Table Size

* 4096 MAC addresses

BREAN

*+ 100-240VAC, 50/60Hz

HEEN
* Device: Max. 11W (without PoE)

* PoE Power Budget: 240W Max.

POEHSfiT#RHE
* Alternative A

Pins 1/2(+), 3/6(-)

PoEEHAHAH

* |[EEE 802.3at: up to 30W/port, 50-57VDC, 600mA Max.

IR (LR

EflF

s XFIT—2R

Ti&
* 440 x 220 x 44mm (W x D x H)

(17.32" x 8.66" x 1.73")
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+ Standard 19" rack-mount size, one-unit-height

B

feln

* 3.1Kg (6.83lbs.)

W75

+ Rack mounting

=43y FB— M
* 10/100BASE-TX: 8 PoE ports

+ Gigabit: 2ports

LED &R

* Per Unit: Power Status

* Per Port 10/100TX: Link Activity
* Per Port PoE: Act/Status

* Per Port Gigabit: Link/Activity, 1000M

IRIZSRMF

fEMREEEE

+0to 45°C(32to 113°F)

RiFREEEH

+-10to 70°C (14 to 158°F)
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* 10% to 95% (A5Ea7%
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I1ISO

* Manufactured in an ISO 9001 facility

Safety

UL 60950

Emission Compliance
CE Mark Class A

FCC Part 15 Class A
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8-port 10/100BASE-TX PoE (IEEE 802.3at) and 2-port combo Gigabit SFP Web-smart
EX17082
Ethernet Switch
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© EtherWAN Systems, Inc. All rights reserved. 20220721
EtherWAN is constantly developing and improving products. Specifications are subject to change without notice and without incurring any obligation.
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