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EtherWAN — "When Connectivity is Crucial."
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IR—T AR

» AR —Tx—2R
* CLI, Telnet and Web Browser
* SNMP v1/v2c/v3
» Firmware and configuration upgrade and backup via TFTP
» Supports DHCP Server/Client
» RMON (Remote monitoring): group 1, 2, 3, 9
» Port mirroring: TX/RX and both
» NTP (Network Time Protocol) time synchronization

» |[EEE 802.1ab LLDP (Link Layer Discovery Protocol)

tF*xallTa

» MAC address filtering

» Enable/disable port

» Storm control (broadcast and multicast types)
» |EEE 802.1x LAN access control

» Remote authentication through RADIUS

» SSH for CLI and Telnet security

» SSL for web security

» Multi-level user account/password against unauthorized configuration

Quality of Service (QoS)

» Priority Queues: 4 queues per port
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» Traffic classification based on IEEE 802.1p CoS, DSCP, WRR (Weighted round robin) and strict mode

» Rate Limiting (Ingress/Egress)

L1 — 2 55

» Auto-negotiation for port speed and duplex mode
» Flow Control
* |[EEE 802.3x full duplex mode
* Back-Pressure half duplex mode
» Redundant Protocol
« |[EEE 802.1D Spanning Tree Protocol (STP)
* |[EEE 802.1w Rapid Spanning Tree Protocol (RSTP)
* |[EEE 802.1s Multiple Spanning Tree Protocol (MSTP)
« EtherWAN's a-Ring network fault recovery (<15ms) and a-Chain
» VLANSsS
* Port-based VLANs
* |[EEE 802.1Q Tag VLANSs (128 groups, 4096 VID)
* GVRP (GARP VLAN Registration Protocol)
* GMRP (GARP Multicast Registration Protocol)
» Link Aggregation
« Static Trunk (2 groups, support MAC base)
« IEEE 802.3ad Link Aggregation Control Protocol
» IGMP Snooping

* IGMP snooping v1/v2/v3
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» Switching Capability: 5.6 Gbps
» Packet Buffer Size: 2M bits

» MAC Address Table: 8K
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R ARA
Standards

« |[EEE 802.3 10BASE-T

* [EEE 802.3u 100BASE-TX/100BASE-FX

« IEEE 802.3ab 1000BASE-T

* [EEE 802.3z T000BASE-SX/1000BASE-LX
« |[EEE 802.3x Full duplex and flow control
¢ |IEEE 802.1p QoS

« IEEE 802.1Q Tag VLANS

* [EEE 802.1w RSTP

* |[EEE 802.1x Port-based Network Access Control
* [EEE 802.1s MSTP

« [EEE 802.3ad LACP

* |EEE 802.3af/at Power over Ethernet (PoE)

Forward and Filtering Rate
+ 14,880pps for 10Mbps
+ 148,810pps for 100Mbps

+1,488,100pps for 1000Mbps

Packet Buffer Memory

« 2M bits

Processing Type
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+ Store-and-Forward
+ Auto Negotiation
+ Half-duplex back-pressure and IEEE 802.3x full-duplex flow control

* Auto MDI/MDIX

Address Table Size

+ 8192 MAC addresses

BREE

« Redundant power inputs: M23: 24-48VDC

HEEN
* Device: Max. 11W (without PoE)

* PoE power budget (depends on power input): 120W Max.

PoEFEfiT#RA%

* Alternative A

Pins 1/2(+), 3/6(-)

PoEE AL/

+ Port 1 to 8: IEEE 802.3at, up to 30W/port
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« PRIt RE

B W

£33

staging-ed9.hellosanta.tw/jp/products/er58000-series ER58000 > 1) —X


https://staging-ed9.hellosanta.tw/jp/products/er58000-series
https://staging-ed9.hellosanta.tw/jp/products/er58000-series

v

Ether'WWAN

* Metal Case

+ IP50

ik
+ 288 x 161.5 x 64mm (W x D x H)

(11.3"x6.4" x 2.5")

B

beln

+ 2.3Kg (5.07Ibs)

{375

* Wall mounting

1—Hxy FE— MK

+ 10/100BASE-M12 D-Code 4-pin Female: 8 ports

* Gigabit-M12 A-Code 8-pin Female/LC: 2 ports

avJ—=IlL K-k

* One M12 port

LED &
* Per Unit: Power 1 (Green), Power 2 (Green)

* Per Port: Link/Activity (Green)

7I—LER

* One relay M12 A-Code 4-Pin Female output with current 1A@250 VAC
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IRIERM
{ERRESEH
+-40 to 75°C (-40 to 167°F)

Tested @ -40 to 85°C (-40 to 185°F)

iR

*-45 to 85°C (-49 to 185°F)

fEFRESEE

*5%t0 95% (BEERIT &)
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Bl
ISO

« Manufactured in an ISO 9001 facility

EMI

FCC Part 15B Class A
VCCI Class A

EN 61000-3-2

EN 61000-3-3

EN 61000-6-4

EN 55022

EN 55011 (for EN 50155)

EMS

EN 61000-6-2
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« EN 61000-4-2 (ESD Standards)

« EN 61000-4-3 (RFI Standards)

* EN 61000-4-4 (Burst Standards)

« EN 61000-4-5 (Surge Standards)

* EN 61000-4-6 (Induced RFI Standards)

« EN 61000-4-8 (Magnetic Field Standards)

* EN 61000-4-9 (Pulsed magnetic field)

Environmental Test Compliance
IEC 61373 (Vibration) for EN 50155
IEC 61373 (Shock) for EN 50155

IEC 600680-2-32 Ed (Free fall)

Industrial Compliance
EN 50155
EN 50121-3-2

EN 50121-4

staging-ed9.hellosanta.tw/jp/products/er58000-series ER58000 > 1) —X


https://staging-ed9.hellosanta.tw/jp/products/er58000-series
https://staging-ed9.hellosanta.tw/jp/products/er58000-series

Ether'WWAN

fe # 1P camen

Emergency Intercam

The ER58000 Series deployed in a ralling stock network system ‘
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TemBE

BE
ER58802-20YHT 8-port 10/100BASE-M12 PoE +2-port Gigabit Hardened Managed Ethernet Switch
*INRIVFTY R EBT ©

FHMNR—bFTF 3> ()

1 10/100/1000BASE-TX

E 1000BASE-SX(LC) - 550m
M 1000BASE-SX (LC) - 10Km
N 1000BASE-LX (LC) - 20Km

FOFHR—FE T2 a vl oVT  flEsEVEhE TV o

96G-STN8ASOWW ( / M23 Power Connector
‘ J

Power cable with 6pin female M23

96G-1618957XX
‘ : . connector, 2-Meter cable

a

4-pin M12 D-code male to 10/100BASE-TX
ER58000-RJ454P

RJ45 interface, 3-Meter cable
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8-pin M12 A-code male to 10/100/1000BASE-
ER58000-R]J458P
TX RJ45 interface, 3-Meter cabl

© EtherWAN Systems, Inc. All rights reserved. 20220919

EtherWAN is constantly developing and improving products. Specifications are subject to change without notice and without incurring any obligation.
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