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EtherWAN — "When Connectivity is Crucial.

+
B
+ JIFHEY FEEIBE S v RTL—L 4 EERAIL—F
10/100/1000BASE-TXA2 T 1000BASE-SX/LX/BX-1 — ENERE-40~75°CICXT It
Wy MERER BWFAIARTZRDATRERAN
1000MbpsZ2ZER UV 771V —E— REriXL DINL—=ILY T > kXI5
—
BAIOKAT RO v URTIL—LIZEKBZRIL—T 3 )~ _ o _
o kDA L 4+ U>UT74—IL XX ZIL— (LFPT)
XF 4 T AVN=RIHEHHINTVNE U VI DER
BE
+ K- FRETS—L =R R

FEREIF T 7AN—D UV IICREDRELIIBE
BREECUIODL T Y IR —5 —IT@8K AT T AVN=RIF) O RKICRBEIREZ T
TBIOICDIPRA W FICK > THEE I L— ZNT7AN=I 2T ERABIDIFR) > 0 %2 E3h
75— 1 ICLET °

staging-ed9.hellosanta.tw/jp/products/el8100-series EL8100 1) —X



https://staging-ed9.hellosanta.tw/jp/products/el8100-series
https://staging-ed9.hellosanta.tw/jp/products/el8100-series

1%

== Technology

Standards

[EEE 802.3 10BASE-T

[EEE 802.3u 100BASE-TX
[EEE 802.3ab 1000BASE-T

Forward and Filtering Rate
14,880pps for T0Mbps
148,810pps for 100Mbps
1,488,100pps for 1000Mbps

Processing Type
Auto Negotiation
Auto MDI/MDIX

= Power

Input
12-48VDC

Power Consumption
0.912W Max
76mA@12VDC
38mA@24VDC
19mA@48VDC

Protection
Overload Current Protection
Reverse Polarity Protection

= Mechanical

Casing
Aluminum Case
IP30

Dimensions

35.8 x90 x 100mm (W x D x H)

(1.41" x 3.54" x 3.94")

Weight
0.23Kg (0.511bs.)

Installation
DIN-Rail
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= Interface

Ethernet Ports
10/100/1000BASE-TX: 1 port

LED Indicators
Per Unit: Power 1, Power 2, Fault, LFPT
Per Port: Link/Activity

DIP Switches

No.1: LFPT On/Off

No.2: Alarm for copper port On/Off

No.3: Alarm for fiber port On/Off

No.4: Auto-negotiation for fiber port On/Off

Alarm Contact
Relay contact rating with current 0.6A/30VDC

= Environment

Operating Temperature
-40 to 75°C (-40 to 167°F)

Storage Temperature
-40 to 85°C (-40 to 185°F)

Ambient Relative Humidity
5% to 95% (non-condensing)

<+ Regulatory Approvals

ISO
Manufactured in an ISO 9001 facility

Safety
UL 61010

Industrial Compliance
EN 50121-4

EMI

FCC Part 15B Class A
VCCI Class A

EN 55032

EN 61000-3-2

EN 61000-3-3

EN 61000-6-3

EMS

EN 61000-6-2

* EN 61000-4-2
* EN 61000-4-3
* EN 61000-4-4
* EN 61000-4-5
* EN 61000-4-6
* EN 61000-4-8

ESD Standards)

Radiated FRI Standards)
Burst Standards)

Surge Standards)
Induced RFI Standards)
Magnetic Field Standards)
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Ether'WAN
Environmental Test Compliances
IEC 60068-2-6 Fc (Vibration)
IEC 60068-2-27 Ea (Shock)
FED STD 101C Method 5007.1 (Free fall w/
package)

R

Telecommunication Room A Telecommunication Room B

e B e N

Gigabit Switch Gigabit Switch

@
optic

Fiber for Long Distance

EL8100 Series EL8100 Series
1000BASE Fiber-optic Connectivity

% - Control Center in AC power place

* IP base device in outdoor edge side
* Centralize Indoor Connection to Network

Outdoor Harsh Environment Locations

IP Camera

EL8100

VolP Phone EL8100
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IP Radio
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EL8100-X1E 10/100/1000BASE-TX to 1000BASE-SX/LX/BX Hardened Media Converter

FHAR—k F T3> (X

3 1000BASE-SX (SC) - 550m
4 1000BASE-SX (SC) - 2Km

5 1000BASE-SX (ST) - 550m
A 1000BASE-LX (SC) - 10Km
B 1000BASE-LX (SC) - 20Km

| 1000BASE-LX (ST) - 20Km
R 1000BASE-BX (SC) WDM-TX: 1310nm/RX: 1550nm-20Km
S 1000BASE-BX (SC) WDM-TX: 1550nm/RX: 1310nm-20Km
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© EtherWAN Systems, Inc. All rights reserved. 20230426
EtherWAN is constantly developing and improving products. Specifications are subject to change without notice and without incurring any obligation.
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