
工業級 DIN-Rail 電源供應器
工業級 電源供應器 系列

 

產品介紹

工業及嚴苛環境下皆能穩定運作
益網科技供直流單輸出工業DIN導軌電源供應器，具有短路、過載、過壓、過溫等保護功能，確保工業乙太網路設備能穩定
運作。它採用自由空氣對流冷卻系統，防止運作時機身過熱。直流單輸出工業 DIN 導軌電源裝置能夠在攝氏 -20 至 70 度（
最高）的溫度範圍內穩定運作，可以安裝在各種戶外嚴苛條件的環境中。

EtherWAN — "When Connectivity is Crucial."
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訂購型號

Model number Working
Temperature

Input Voltage Output
Voltage

Description datasheet

HDR-30-12 -30 ~ +70℃ 85-264VAC 12VDC 30W/ 2A DIN Rail
12VDC Industrial
Power Supply

datasheet

HDR-30-24 -30 ~ +70℃ 85-264VAC 24VDC 30W/1.5A DIN-Rail
24VDC Industrial
Power Supply

datasheet

HDR-60-24 -30 ~ +70℃ 85-264VAC 24VDC 60W/2.5A DIN-Rail
24VDC Industrial
Power Supply

datasheet

EDR-75-24 -20 ~ +60℃ 90-264VAC 24VDC 75W/3.2A DIN-Rail
24VDC Industrial
Power Supply

datasheet

EDR-75-48 -20 ~ +60℃ 90-264VAC 48VDC 75W/1.6A DIN-Rail
48VDC Industrial
Power Supply

datasheet

EDR-120-24 -20 ~ +60℃ 90-264VAC 24VDC 120W/5A DIN-Rail
24VDC Industrial
Power Supply

datasheet

EDR-120-48 -20 ~ +60℃ 90-264VAC 48VDC 120W/2.5A DIN-Rail
48VDC Industrial
Power Supply

datasheet

NDR-120-48 -20 ~ +70℃ 90-264VAC 48VDC 120W/2.5A DIN-Rail
48VDC Industrial
Power Supply

datasheet

NDR-240-48 -20 ~ +70℃ 90-264VAC 48VDC 240W/5A DIN-Rail
48VDC Industrial
Power Supply

datasheet

NDR-480-48 -20 ~ +70℃ 90-264VAC 48VDC 480W/10A DIN-Rail
48VDC Industrial
Power Supply

datasheet

DDR-120A-48 -40 ~ +70℃ 9-18VDC 48VDC 120W/2.1A DIN-Rail
48VDC Industrial
Power Supply

datasheet

DDR-120B-48 -40 ~ +70℃ 16.8-33.6VDC 48VDC 120W/2.5A DIN-Rail
48VDC Industrial
Power Supply

datasheet

Model
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EtherWAN is constantly developing and improving products. Specifications are subject to change without notice and without incurring any obligation.
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